Release Notes
Revision _59
· [HOEV][AE Internal] Added DC Supply controls to technical tab
· [HOEV][AE Internal] Added Fast Data Log and DC Supply Calibration Controls
· [Sym3Y] Added State 0 RF Output Time Delays for 7434759
· [Akara] Fixed Configurable Ignition Step Size type conversion
· [General] Added units to Frequency Ramp Time lables
Revision _58
· [Zynq DLP] Added Event Driven option for Tuning Delay Mode
· [Zynq DLP] Fixed formatting in unit info window on main page
· [General] Fixed bug reading Gamma Squared threshold for Tuning Delay Event
· [Sym3Y] Added State 0 Max On Time to Dual Pulsing configuration tab for 7434715
· [General] Fixed bug reading State 0 Max On Time on Dual Pulsing configuration tab
· [Sym3Y][AE Internal] Added DAC Calibration support for 7434715
Revision _57
· [Scorpius] Fixed Tuning Plane Reactive Impedance logging entries
· [Scorpius] Removed Ignition Mode control and added User Readback Filter Config control
· [Scorpius][AE Internal] Fixed scaling of FastDAQ Debug variables
· [Paraplex] Added new logging variables and fixed DC Bias variable
· [Sym3Y] Fixed State RF Output Delay bug and added Output Delay times
Revision _56
· [Everest][AE Internal] Added support with new controls for RAIE and Pulse Edge Power Ramping
· [Paraplex] Added Voltage, Current, Phase & DC Bias to logging entries
· [Scorpius] Fixed Tuning Plane Reactive Impedance logging entry
· [Scorpius][AE Internal] Fixed FastDAQ debug variables 
Revision _55
· [HOEV][AE Internal] Added support for PWM and ADC Log
· [Sym3Y] Added support for Reflected Power Offset Check to 7434693 and 7434725
· [Sym3Y] Added Impedance Values for Pulse Synq Data
· [Scorpius] Frequency now in Hertz in FastDAQ
· [Scorpius] Output Phase now formats to 2 decimal places
· [RFDS][AE Internal] Added PIN Settings to logging and removed IPEM Temperature readings
Revision _54
· [General] Fixed bug causing Arc Reflection Window Coefficient to not read
· [Scorpius] Separated Tuning Min & Max times for pulsing states
· [Scorpius][AE Internal] Chamber test now refreshes data point count on reconnect
· [General][AE Internal] Fixed bug causing group box read buttons on the technical page to have no effect
· [General][AE Internal] Fixed Zynq PS Register editor
· [HOeV][AE Internal] Added Zynq FPGA Register editor to DMA tab
Revision _53
· [Akara] Fixed byte count bug for Tuning Delay Event
· [Akara] Added DLP support for Tuning log for 7434684 and 7436016
· [Zynq DLP] Added Zynq FPGA rev number to info window
· [Zynq DLP][AE Internal] Fixed address bug when programming config file
· [HOEV][AE Internal] Added preliminary support for HOEV firmware
Revision _52
· [Akara] Changed support for Zynq DLP to match 7434741 functionality
· [Scorpius] Fixed logging statistics values
· [General] Fixed variable list box sizing issue on FastDAQ form
Revision _51
· [Scorpius] Changed labels for Ambient Humidity and Temperature
· [Scorpius] Optimized Chamber Test
· [Scorpius][AE Internal] Updated thermistors and SPI Bus Data
· [General] Fixed layout issue for pulsing configuration and advanced frequency tabs for some firmwares
· [General] Added support for new firmware 7434771
· [General][AE Internal] Fixed layout issue with Easy Button
· [Sym3Y] Fixed conversion bug for Gain Increase Tracking
· [Sym3Y] Added Raw Value option for FastDAQ
Revision _50
· [RFDS] Added support for changed hardware, including forward and reflected power
· [RFDS] Fixed Tune Delay on Match configuration page
· [RFDS][AE Internal] Changed control loop limiter indicators
· [RFDS][AE Internal] Changed limits for the RF Drive DAC
· [RFDS][AEInternal] Added dual state register editor
· [Akara] Fixed layout issue for 7434684 Configuration page
· [Akara][AE Internal] Made User Card Setpoint & DC Bias input gain delays unsigned
· [Scorpius] Added sleep mode support
· [Scorpius] Added phase selection for FastDAQ
Revision _49
· [RFDS] Medium Frequency control ranges now setup by device command
· [RFDS] Added “Tune Start Delay” field to Match tab on Configuration window
· [Akara][AE Internal] Added Combiner Therimistor to Thermistors Technical Tab
Revision _48
· [Akara] Added Second State Gamma Threshold and Initial Gamma Threshold Timer to Model Based Tuing Parameters
· [General][AE Internal] Added field to manually enter Tab File Folder
· [General][AE Internal] Added missing Easy Button for several firmwares
· [RFDS] Added Current limit to Limits tab
Revision _47
· [Scorpius] Added Tuning X value to Chamber Test
· [Scorpius] [AE Internal] Added Instantaneous Coefficients Tab to Measurement Technical Page
· [Scorpius] [AE Internal] Added support for 20 byte format
· [Akara] [AE Internal] Fixed thermistor mix-up for 74347
Revision _46
· [Scorpius] Fixed impedance typecast error in Chamber Test
· [10013][AE Internal] Fixed boost thermistor values
· [RFDS] Fixed FastDAQ Variable names
· [Akara] Fixed advanced frequency page layout for 7434741
Revision _45
· [General] Fixed Communication error message text
· [General] Fixed reset hang issue
· [General] Fixed advanced frequency sub tab layout issue for multiple devices
· [General] Fixed bug causing crashes while saving workspace
· [Akara] Added fields for Reflected Power Pulse Mask Time to Statistics Page
· [Akara] Fixed statistics parameters for 7434763
· [PDX] Fixed Arc Management, Tuning, and Pulsing parameters
· [PDX] Added support for Tuning Algorithms 4 & 5
· [RFDS] Added Match tuning parameters, medium frequency setting, and temporary pin support
